
 

 

Product Data Sheet: Unequal Angles Unequal steel angles are structural profiles formed by bending a single piece of mild steel into an “L”-shape with a 90° 

angle, but with legs of unequal lengths. This configuration provides enhanced design flexibility where asymmetric support 

or load distribution is needed. 

 

These angles are typically produced using roll-formed mild steel and are available in high-strength grades such as SANS 

50025 / EN 10025 Grade S355JR. This makes them highly suitable for applications requiring durability, resilience, and 

precise engineering performance. 

Applications • Reinforcement of structural and architectural elements • Framing and cross-bracing in steel structures • Support for beams, columns, and trusses where asymmetric loading occurs • Brackets, shelves, and lightweight purlins in roofing and cladding systems 

Mass per Metre (kg/m) 

      

Dimensions 6mm 8mm 10mm 12mm 15mm 

65 x 50 5.16 6.75    

75 x 50 5.65 7.39    

80 x 60 6.37 8.34    

90 x 65 7.07 9.29 11.4   

100 x 65 8.044 9.94 12.3   

100 x 75  10.572 13.37 15.439  

125 x 75  12.16 15.017 17.812  

150 x 75   16.979 20.167 24.829 

150 x 90   18.176 21.599 26.615 
Please contact our Structural Steel Division for additional sizes not listed above. 


